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1. Front Shoulder Harness Attach Bracket Installation Instructions:  

 
 1. Refer to F. Atlee Dodge drawing 3232. 

 2. If a cloth headliner is installed, locate tube 10562-80. This tube is a 7/8ó tube located just below the 

  AFT edge of the skylight as fuselage station 33 7/8ó. 

 3. Find the center of this tube. A post is welded to the upper side of the tube so you must install the 

  forward shoulder harness attach bracket to one side of this post. You may to remove a small

  amount of fabric headliner to be able to install the fitting.  

 4. If a metal headliner is installed, you will have to remove one of the channels at the top forward  

  portion of the headliner to expose tub 10562-80. 

 5. Install the front shoulder harness attach bracket (3232-1) as per drawing 3232 and torque the  

  bolts to 50-70 in-lbs. 

 6. Be sure that the bracket is positioned in the direction of pull. 

 7. Trim the headliner channel to fit around the shoulder harness attach bracket. 

 8.  Install the channel. 

 9. Weight and Balance: 5 oz. w/o belt 

 10. This installation complies with AC43-13-2B, Chapter 9, Section 1, Paragraph 903-A and is  

  considered a minor change. Make a log book entry as required. 

 

2.  Rear Shoulder Harness Attach Bracket Installation Instructions:  

 
 1. Refer to F. Altee Dodge drawing 3232. 

 2. Gain access through the battery access panel. 

 3. Position the bracket on the AFT section of the V brace and shown on drawing 3232. 

 4. Install the 2 bolts in the fitting and torque 50-70 in-lbs. 

 5. Weight and Balance: 13 oz. w/o belt. 

 6. Modifications to the headliner (either metal or fabric) may be required to install the rear shoulder 

  harness attach bracket. 

 7. This installation complies with AC43-13-2B, Chapter 9, Section 1, Paragraph 903-A and is  

  considered a minor change. Make a log book entry as required. 

 

3. Aircraft Eligibility:  

Part Name  Part Number  Aircraft Make  Aircraft Model  Notes  

Shoulder Harness  

Attach Bracket 
3232 Piper 

All PA-18, PA-19  

except AG Models 
 

Shoulder Harness  

Attach Bracket 
3232 Piper  PA-18 AG Model 

Contact F. Atlee Dodge Aircraft Services 

for additional installation instructions. 

Shoulder Harness 

Attach Bracket 
3232 Piper 

J-3C, J-3F, J-3L, J-5A, J-5B, J-5C, 

PA-11, PA-11S, PA-12, PA-12S, 

PA-18, PA-18 ò150ó, PA-18A 

ò150ó, PA-18S ò150ó, PA-18AS 

ò150ó, PA-18 ò105ó, PA-18S 

ò105ó, PA-18A, PA-18 ò125ó,  

PA-18A ò125ó, PA-18S ò125ó,  

PA-18A ò135ó, PA-18S ò135ó, 

PA-18AS ò135ó 

Contact F. Atlee Dodge Aircraft Services 

for additional installation instructions, 

clamp sizes and tubing sizes. 

Piper PA -18 

Shoulder Harness Attach Bracket  




